
Features

Applications

Electrical Specifications

● Smaller than AFC series.
● High withstand voltage (between line and case, 

2500Vac - 60sec.) 

● Active filter circuit for electrical appliances.  (PFC 
circuit)

● PFC circuit of electrical equipment
● Flat-TV, PC, LED lighting etc.

Operating Temperature: -40~+105°C

AFS SERIES PFC CAPACITOR

It is possible to use from more than 85°C to 105°C by derating of rated voltage.

● Circuit

● Dimensions

Unit: mm

● Permissible current data

Capacitance

● Model numbering system

A F S 4 5 0 V 4 7 4 K

The first two digits stands 
for capacitance (pF). 
The third digit is for the 
number of continuing zero.
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Dissipation
Factor Test Voltage Insulation

Resistance

0.002max.
(at 1kHz) 

Rated Voltage
×1.5Vdc (2~5sec)

7,500Ω•Fmin.
(at 20°C 100Vdc)

Rated
Voltage

450Vdc

Model Number
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Capacitance
μF±10%

AFS450V474K
AFS450V684K
AFS450V105K
AFS450V155K
AFS450V225K
AFS450V335K
AFS450V475K
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● Voltage dereting by temperature
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-20 0 20 40 60 80 100

0

25

50

75

100

125

105-40

Pe
rc

en
ta

ge
 o

f t
he

 ra
te

d 
vo

lta
ge

 (%
)

2011/65/EU

Metalized Polypropylene
Film Capacitor


