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GFA-300-Q4
GFD-300-Q4 SERIES SURGE PROTECTIVE DEVICES

Electrical Specifications

Features

Applications

● SPD with a fail safe function to prevent 
short-circuit (separation of circuit and alarm 
contact that is easily to found the timing of 
changing the products)

● Nominal discharge current    (In) 8/20μs-2.5kA 
   Max. discharge current     (Imax) 8/20μs-5kA
● Voltage protection level 
● Common mode 1.2/50μs-15kV available.
● Impulse test category: Class II (Type II)

● Power conditioner for solar photovoltaic system
● LED exterior illumination
● Tapping machine, NC machine, other machine 

tools
● Lithography equipment, Washing device, IC 

tester
● Injection molding machine, Winding machine, 

Surface mounter
● Vehicle air conditioner
● Servo amplifier
● Electric facility, Industrial equipment

Operating Temperature  GFA: -40~+90°C, GFD: -40~+70°C
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Circuit example of  LED warning light

*LED warning light is not supplied 
 with the product.
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● Circuit ● Dimensions

Unit: mm

DAT.NO. 31028E005-2212●The content may change without notice. Please refer to our specification sheet before ordering.
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*1 UL-EU: GFA-300-Q4 only
*2 File No. may be revised without notice. Please contact us at the time of 

your request for certifications.

2011/65/EU

GDT: Gas-filled discharge tubes
MOV: Metal oxide Varistors

AC Power Line Surge Protector


