
INFRARED LEDRLD SERIES

DAT.NO. 81003C006-2210

2011/65/EU

2mm 5

Infrared LED emitting collimated light

High precision, high definition, and high reliability inflared LED series for encoder. CAN 
type and SMD type available.

● Light source for encoder
● Switch of light 
● Automated industrial machine

Application

Application
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RLD237-X30

RLD237-X30

Item

  Absolute Maximum Ratings

  
Symbol RLD222-A RLD223 RLD288 RLD237-X30 RLD414

  
Unit

Rating

 Forward Current

 Pulse Forward Current

 Reverse Voltage

 Power Dissipation

 Operating Temperature

 Storage Temperature

 Soldering Temperature

●   Electro-Optical Characteristics

  
Symbol

 Forward Voltage

 Reverse Current

 Peak Wavelength

Spectral Half Width

Radiant Flux

Item

Remarks column

 Condition

RLD222-A

 Condition

RLD223
 Condition

RLD288
 Condition

 Condition
  

Symbol

 Forward Voltage

 Reverse Current

 Peak Wavelength

Spectral Half Width

Radiant Flux

Item
RLD414

Unit

Unit

 Slit pattern Hole/ Mask each  Slit pattern Hole/ Mask each

Measured Distance

CMOS Sensor

Light

Slit Location

Sensor Location

● CAN Type: Hermetic seal attains high reliability.
● SMD Type (RLD414): One of a kind aspheric lens provides 

excellent parallelism  and flatness.



      Dimensions

LED  INFRARED LEDRLD SERIES

DAT.NO. 81003C006-2210

2011/65/EU

RLD237-X30

45°

2.54

1.0
1.0

6.
23

±0
.2

0.
39

±0
.1

13
.5

±1
.0

φ5.35±0.15

2-φ0.45

φ4.63±0.1

RLD414

φ5.4±0.2

φ4.65±0.08

5.
3±

0.
3

13
.5

±1

1.0

2.54±0.2

45°±3°

1.0

RLD288RLD223

4.
5±

0.
2

13
.5

±1
.0

45°

φ5.5±0.3

2-φ0.45

2.54

φ4.6±0.1

1.0
1.0

RLD222-A

6.
6 

m
ax

.
4.

5

45°

13
.5

±1
.0

φ5.5±0.3

2-φ0.45

2.54

φ4.6±0.1

1.0
1.0

5.8
6.8

4.
9

0.
6

8.
4±

0.
2

9.0±0.2

φ6.8

3.8


